SDU (See Note 1) ?

> RAL (SMA)
(See Note 2)

Disposal

+
Dredge to DOCR Tree

1 foot I

Y

v

Disposal

Dredge to PTW Tree

Groundwater

Plume? Residual Layer

Reactive Residual Layer or
Reactive Cap

Notes:

(1) Does not delineate boundary

(2) Contamination is defined in three dimensions.

(3) Currently operating or used to stabilize bank. Service life > 50 yrs.
(4) Combined Intermediate + shallow areas

Nearshore (See Note 4)

Structure
present?

Functional
Structure?

Drait

under

Need structure

(See Note 3)

Floating or
movable?

Reliably

contained? (see
Note 2)

DSL
Authorized

for current or
future use?

Authorized
Cap?

Room for cap

cap?

Remove to max extent
practicable for structural
integrity

A 4

design?

review by EPA; do not

Remove and
replace structure

Remove structure

Can remove
to max extent practical
for structural
integrity?

Within

\4

contained with cap?
(See Note 2)

Significantly
Augmented Cap

Remove structure
and material or
contain in 3D

habitat

cite  or quote

Within
habitat
zone?

Y

v

Consult with

i Solidification Stabilization
Services

Implement mitigation

zone?

Y

v

Consult with
Services

Implement mitigation
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Dredge and
Cap Decisions

Demonstrations that must be met to implement cap design

Pilings or

- Debris: demonstrate that Slope: demonstrate that Treatment: demonstrate
debris: the debris is infeasible to the slope can support the that the cap treats PTW
remove cap to the extent practicable
Y
\ 4 Floor(?) rise: oEimele Sediment bed
Remove Pilings/ demonstrate that the cap demensEie dhet dhe characteristics:
N Debris can be placed without Contaminationtcanibe demonstrate the
causing unacceptable reliably contained sediment bed adequately
floor rise support the cap
K Shallow: demonstrate
\ 4 : Erosion: demonstrate that placement of the Habitat: demonstrate
Dredge to DOCR + Disposal .that the cap will sl cap will not result in that adverse effects on
—P 1 foot e Tree in place when subjected unacceptable loss of natural resources will be
to flow, wave, and shallow water habitat avoided or mitigated
anthropogenic induced
erosive forces

DSL
Authorized
Cap?

v
O

Disposal
Dredge to PTW  —P- QIS

Implement Cap Design
Consistent with
Demonstrations

Groundwater

Plume? Residual Layer

Reactive Residual Layer or
Reactive Cap
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